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半導体式電縫管溶接装置
高効率でコンパクトな

■高効率
真空管式に対し，溶接電力＊を最大で30％削減可能です｡
■コンパクトな整合部
空心CT並みのサイズまで小形・軽量化しました。
■負荷異常への万全の対策
ワークコイルの地絡や短絡から装置を確実に保護します｡
■容易な操作
運転各種ガイダンスをグラフィックパネルに表示し
ます｡
＊：溶接装置の入力電力

High Effi ciency and Compact
Solid State Welder for Tube

■ High Effi ciency
Can reduce the welding power*1 by 30% (max.).
■ Compact
The matching panel became almost the same size 
as conventional air-core CT.
■ Safety
Surely protected from the earth-fault and the short-
circuit of the work coil.
■ Easy Operation
Various data and the operation records (as option) 
are displayed in the graphic displaty.
＊ : Input power of welder.
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［Unit : mm］
〔単位：mm〕

■特長
1. ランニングコストの低減
新開発の整合回路を採用することで，真空管式の溶接機に対
し，溶接電力(入力電力)を最大で約30％削減します。また
従来のCTレス形半導体式溶接機との比較では，溶接電力を
最大で約15％削減します。また冷却水量も従来機の約1/2
まで低減しました。
2. 高い入力力率
広い出力範囲において，入力力率は0.95以上を維持します。
また12パルス整流(オプション)により，入力高調波と出力
電流のリップルを低減することが可能です。
3. コンパクトな整合部
ライン近傍に設置される整合コンデンサ盤のサイズおよび質
量が従来の空心CT並みになりました。現在使用中の設備か
らの置換えが，より容易です。移動架台も既設品を流用でき
るため，リプレイスに伴うコストを抑えることができます。
また現状の設備に合せた柔軟な対応も可能です。
4. 負荷の異常に対する万全の対策
ワークコイルの短絡や地絡に対する保護装置を設けており，
これらの事故から溶接装置を確実に保護します。
5. 操作性の向上
オペレータに対するインタフェースとしてグラフィックパネ
ルを採用することで，運転状況の確認が可能です。オプショ
ンの自動マッチング調節機構を組み込むことで，常に最適な
負荷条件で運転可能です。
また警報内容・対処方法・過去の警報履歴が表示でき，トラ
ブル時の対応がスムーズにできます。

項目
入力
  非接地 (電源　) 
出力 
制御 

  
冷却 

塗装色

電圧
  
周波数
電力
周波数
制御対象
制御範囲
  
冷却方式
冷却水

仕様
6パルス整流：3φ 210V ±5％
12パルス整流(オプション)：3φ 105V×2±5％
50／ 60Hz　±2％
50， 100， 200， 300， 400， 500kW
200～450kHz
入力電力(出力電流制限つき)または出力電流
入力電力制御：定格の10～100%
出力電流制御：定格の10～100%
水冷式
純水(水温：5～38℃)
マンセル5Y7/1

高周波電源盤(整合盤を含む)
入力  [kW]
外形寸法
[mm]

冷却水量  [L/min]
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整合コンデンサ盤
入力   [kW]
外形寸法
 [mm]

冷却水量＊    [L/min]

 W
 H
 D

50
高周波
電源盤
に含む

100
410
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1000
25

200 300 400

1200
35

500

受電盤
入力  [kW]
外形寸法
 [mm]

＊ ： アングルリード冷却水を含む
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標準仕様

設備寸法

■溶接機仕様■ Features
1. Low running cost
A new welder reduces the welding power (input power) to the 
welder of the vacuum tube type in the maximum by about 30% 
because adopting a newly developed matching circuit. Moreover, 
the welding power is reduced about 15% in the comparison with 
a conventional CT less type solid-state welder. In addition, the 
cooling water has decreased to about 1/2 of the conventional 
models, too.
2. High input power factor
In a wide range of output power, the input power factor maintains 
0.95 or more. Moreover, input higher harmonics and ripple of 
output current can be decreased by polyphase rectifi er (as option).
3. Compact
The size and the mass of the matching panel almost became 
the same with conventional air-core current transformer. The 
replacement from active utilities is easy. Because the movement 
base can use existing goods, the cost according to the equipment 
replacement can be made cheaply.
4. Safety
The protection instrument to the short circuit and the earth fault of 
the work coil is installed, and the welder is protected from these 
accidents surely.
5. Easy operation
It became easy to confi rm the operating situation because it 
adopted the graphic display as an interface for the operator. 
It is also possible to install the automatic match adjustment 
mechanism (as option) to made the best load condition.
Moreover, ontents of warning, acton methods, and past warning 
histories and operation data (as option) can be displayed, and it is 
possible to correspond smoothly at the trouble.

Items

Input
  Isolated

  
neutral

 
 system

Output

Control

  

Cooling

Painting

  

Voltage
  

Frequency

Rated power

Frequency

Control mode

Control range
  

Cooling system

Cooling water

Specification

Standard rectifier: 3φ 210V ±5%
Polyphase rectifier (option): 3φ 105V×2 ±5%

50/60Hz ±2%

50, 100, 200, 300, 400, 500kW

200 to 450kHz

Power control mode with current limiting

Input power control: 10 to 100% of ratings
Output current control: 10 to 100% of ratings

Water cooling

Deionized pure water (temp.: 5 to 38℃)

Munsell 5Y7/1

( (
■ Specifi cation
Standard specifi cations

Inverter panel

Input  [kW]

Outline
dimension
 [mm]

Flow rate  [L/min]
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Matching panel

Input  [kW]

Outline
dimension
 [mm]

Flow rate*   [L/min]
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Receiving panel

Input  [kW]

Outline
dimension
 [mm]

＊ : Include angle lead cooling water
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Outline demensons and cooling water fl ow rate

グラフィックパネル付き操作パネル
Operation panel with graphic display

平形ハイパワーMOSFET
Flat type high-power MOSFET

高効率でコンパクトな電縫管溶接機を製品化！高効率でコンパクトな電縫管溶接機を製品化！
Compact Yet Highly Effi  cient Solid State Welder for Tube Now on the Market ！Compact Yet Highly Effi  cient Solid State Welder for Tube Now on the Market ！



グラフィックパネル表示例
Example of grphic display

Internet address : http://www.fujielectric.co.jp
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